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1. Product Features
 •

•

•

•

•

•

•

•

Signal voltage: DC48V

Standby, working current: ≤1mA

Frequency response: 300～3400 Hz 2.4

Ring tone level: ≥80dB

Anti-corrosion grade: WF2

Protection level: IP54

Dimensions: 

Overall (LxWxD): 8.875 x 5.5 x 2"

Recessed Area (LxWxD): 7 x 4 x 1.75"

Frame Overlap: Approx. 3/4"

 

 

Weight: 2.5 lbs

Constructed of304 brushed Stainless Steel

Recessed, flush-mount design for sleek, simple look

No handset, cradle, hookswitch or keypad equates to lower parts maintenance

Jail/Prison/Patient/Public hands-free speakerphone design eliminates suicide risk in jail settings

Single, stainless push button for initiating and terminating calls

Adjustable volume button

Includes screw terminal on rear with connections for Tip, Ring & Ground (optional)

Designed with a noise-reducing microphone that filters background noise

 
Press the main call button to automatically enter the hands-free answering state, talk normally. To end the 

call, press the main call button again.

 The second button is used to control the speaker volume (some variants of this phone do not have a volume 

button)

3. How to Use

2. Main technical parameters
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4. Product Dimensions 

 Installation and Wiring:

(M

5.

etric Top / Imperial Bottom)

• Reserve a suitable hollow space on the wall, cut a hole slightly larger than the main body of the phone

• Connect the line. The back of phone has a wiring terminal for Ground (optional), Tip & Ring wires.

• Insert the phone into the hollow wall cutout, and fasten it through the four mounting holes using appropriate

screws/anchors (mounting hardware depends on the wall type)
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